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Welcome 
 

Congratulations on the purchase of your new Arrowglass. 

 
Arrowglass is happy to provide you with this Ownerôs Manual as a way to help you 

become familiar with the many systems aboard your boat. The Manual is not 

intended to be a full  explanation of how to maintain and operate your Arrowglass 

but is instead a supplement to help you along the way. 

 

Also, please note that due to the custom nature of all Arrowglass Boats, the 

information in this manual may vary from what is installed on your boat. 

 

If  you have any further questions, feel free to contact your local dealer or Arrowglass 

directly and a member of our staff will  be happy to help. 
 

 

 

 

 

 

 

 

 

 



 

Background 
 

 

Introduction  

 

If  thereôs one thing weôve proven, itôs this: you donôt have to be around a long time to 

be considered a legend, Arrowglass has redefined all that a fishing boat can be. 

 

Unlike some mass production boat builders, we at Arrowglass pride ourselves 

with a traditional ñhands onò boat building philosophy while using the most 

advanced modern materials and quality components available. But just like the 

people we aim to please, we too are never satisfied. That is why we will  continue to 

do all we can to refine and improve the concept of the ultimate performance and 

fishing boats. 

 

Why Arrowglass? 

 

We'll put it simply: the boat matters. To own a Arrowglass is to own the best fishing/ 

pleasure boat on the market. Period. 

 

Creating models that separate us from the industryôs idea of ñnormalò begins with having 

top of the line craftsmanship; with over 40 years of boat building experience that spans our 

entire manufacturing facility. Knowledge and desire to know how to do things the right 

way. Talent to recognize how to do those things better. Every Arrowglass team member that 

has a hand on your boat has pride and passion in what theyôre building, and for whom 

theyôre building it for. 

What you will experience as an Arrowglass owner is what others dream to experience. 

Notice the difference of having 100% hand-laid fiberglass construction, the luxury of the 

upholstery, the affluence in the accents. 

Standing at the helm, you feel the passion and the need to want to discover more on the 

water. The horsepower, the effortless ride, the countless hours that have gone into 

redesigning and producing the very best vessel in its class are now at your fingertips.



 

Our Facility  

 

The Arrowglass production facility is located in Dothan, Alabama. 

 

Dedication to Quality 

 

At Arrowglass, we take pride in creating high-quality boats that meet the needs of boaters 

all across the country. Part of what makes our boats so exceptional is the superior fuel 

economy. We put meticulous time and effort into creating a hull that runs smoothly across 

the water, reducing drag and lifting the overall fuel-efficiency. 

Just how efficient are our fishing boats, and what does that mean to you, the boat owner? It 

means less money going into the tank, and more time spent cruising along in your favorite 

ARROWGLASS. If you are an angler, it also means you can go further in your boat, 

reaching distant fishing holes that many other boats may not be able to reach. 

 

 

Warranty  
 

ARROWGLASS boats seeks to provide our customers with an easy, stress-free buying 

experience that makes purchase and ownership a long-term pleasure. One aspect to that is 

our 10 Year Hull Warranty. With over 30 years of quality boating building experience, we 

can stand behind our product. 



 

Warranty Information  
 

 

 

 



 

Safety Information 
 

Safe boating is very important to Arrowglass. In addition to the information 

found in this manual, it is recommended that any boat owner or operator familiarize 

themselves with state/local laws as well as all U.S. Coast Guard safety guidelines. It 

is also important to have a good understanding of the Rules of the Road and to 

exercise good judgment and common sense at all times while on the water. 

 

Arrowglass also advises that while on board, all passengers should wear lifejackets, 

and the vesselôs operator should always wear the engine safety lanyard. 

 

You should never operate the vessel under the influence of drugs or alcohol. 

Additionally, extreme caution should be exercised while operating the vessel in 

rough water, severe weather, darkness, fog or low visibility.  

 

As per ABYC T-­Ȥ5, the following warning labels are placed on each Arrowglass Boat 

(where applicable). If any of the below labels is missing, becomes damaged or 

becomes unreadable, please contact Arrowglass or your dealer for a replacement. 

 

 MAXIMUM  CAPACITIES (for boats under 26ô) 

 CARBON MONOXIDE WARNING ï at helm 

 CARBON MONOXIDE WARNING ï at transom 

 ROTATING PROPELLER WARNING ï at helm 

 ROTATING PROPELLER WARNING ï at transom 

 FUEL SYSTEM WARNING ï in bilge 

 FUEL SYSTEM PRESSURE WARNING ï at fuel fill  

 TRASH OVERBOARD REGULATIONS (for boats 26ô and over) 

 OIL DISCHARGE PROHIBITED (for boats 26ô and over) 



 

Battery Switch Operation  
 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

  

 

 

 



 

Fuel System 
 

 

Arrowglass comes equipped with 1 center fuel tank along with a fuel and water 

separator. 

 

The following diagram is provided to help understand how the valves (located in the 

bilge compartment) control fuel flow to the boatôs motors. 

 

 

 
 

 

All new Arrowglass boats come equipped with an EPA compliant fuel system. The 

fuel fill  also includes a pressure-­Ȥrelieving vent, which releases vapors during the 

diurnal venting cycle. This means that you may notice a small amount of pressure in 

the system when opening the fuel cap. 

 

On the following page is a list of standard fuel tank sizes for all current 

Arrowglass Boat models. It is important to note that in many instances, we build 

boats with custom-­Ȥsized fuel tanks. If you are unsure of the fuel capacity of your 

boat, please contact your local dealer or Arrowglass directly. 



 

Standard Fuel Capacities 
 

 

¶ 170 Bay  28 Gallons 

¶ 200 Bay   58 Gallons 

¶ 220 Bay  90 Gallons 

¶ 226 Bay  90 Gallons 

¶ 248 WA  121Gallons 

¶ 248 CC  121 Gallons 

¶ 300 CC  298 Gallons  

¶ 300 WA   298 Gallons 
 

 

Please note that due to the various components installed in the fuel system to 

comply with the EPA Evaporative Emissions Regulations, the actual usable volume 

of each tank may be less than the values listed above. 

 

All  fuel systems have been factory inspected and pressure tested in accordance with 

regulations in effect at the time of manufacture. This inspection ensures that the 

system is air tight, leak proof and safe. It is the responsibility of the end user to 

maintain it in that condition. Make frequent inspections of the entire system to 

ensure it remains functional for years to come. 



 

Head System 
 

When equipped with a marine toilet, your Arrowglass will include a Y-­Ȥvalve and a 

holding tank. The Y-­Ȥvalve is typically located on the forward bulkhead of the console 

interior. This device will let you divert into holding tank or when Federal Law 

permits you can divert overboard, but always use holding tank when in port. 

 

 

 

 

 
 

Livewell System 
 

Arrowglass can be built with a wide array of livewell quantities and arrangements. 

The plumbing of these wells is often specific only to the particular boat or 

configuration, however, some similarities exist. 

 

Most wells utilize an intake, a drain, and an overflow. The intake is usually located 

on the bottom of the hull. This intake allows the system to receive clean water and it 

is connected to a valve and then a livewell pump. The drain and the overflow are 

plumbed out the transom, using a seacock valve and a thru-­Ȥhull fit ting. 

 

In most cases, when using the livewell, the drain must be closed to allow water to 

accumulate in the well. The intake valve can be decreased to slow water from 

coming into the well with the adjustment of the livewell spray head. This will 

allow for the proper flow of water ratio to overflow, keeping an aerated well to 

improve bait life. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Designated Occupant Positions 
 

As per ABYC H-­Ȥ5.5.2.2, all  vessels under 26ô which come equipped with a maximum 

capacity sticker must also identify ñdesignated occupant positionsò for that number 

of passengers. This is to be used as a guideline for passenger placement while 

underway. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Maximum Outboard Horsepower Ratings 

As per ABYC H-­Ȥ26.5.1.3, all  vessels over 26ô shall  have a maximum power capacity rating, to 

be displayed in the manufacturerôs ownerôs manual. Please note that these values are subject to 

change and it is advised to contact Arrowglass before performing a repower. 

 

 

¶ 300CC   500 HP 

¶ 300 WA   500 HP 

 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Gelcoat Maintenance 

 

 
 



 

 
 



 

 

 

Upholstery Care 
 

The vinyl upholstery used on the seats, cushions, bolsters, and for the headliner in 

some cabins, should be cleaned periodically with mild soap and water. 

 

Any stain, spill or soiling should be cleaned up promptly to prevent the possibility 

of permanent staining. When cleaning, always rub gently. Avoid using products 

containing ammonia, powdered abrasive cleaners, steel wool, ink, strong solvents, 

acetone and lacquer solvents or other harsh chemicals as they can cause permanent 

damage or shorten the life of vinyl. Never use steam heat, heat guns or hair dryers 

on vinyl. 

 

Stronger cleaners, detergents and solvents may be effective in stain removal, but 

can cause either immediate damage or slow deterioration. Lotions, sunscreen, 

waxes and polishes, etc., contain oils and dyes that can cause stiffening and 

staining of vinylôs. 

 

 
Reboarding Instructions 

 

As per ABYC H-­Ȥ41.10.1.1, each boat model must have a written procedure 

describing the means of unassisted reboarding. So, while most Arrowglass boats are 

equipped with boarding ladders, in the event they are not, the following explains 

how to re-­Ȥenter the boat should you find yourself overboard with no readily 

available assistance.  

 

170 Bay, 200 Bay, 220 Bay, 226 Bay, 248 CC, 248 WA, 300 CC, 300 WA 

 

Like most boats, the starboard side trim tab can be temporarily used as a step in an 

emergency. The person reboarding the boat can then step on the engine anti-­Ȥ 
ventilation plate with their other foot and then use the stern cleat to pull himself or 

herself up on to the swim platform. 

 
 

 

 

 

 

 

 

 

 

 

 

 



 

Boat/Engine Information 
 

For your convenience, record the information on your boat here: 
 

 

Model:    

 

Hull Identification  #:    

 

Date Purchased:    

 

Dealer:    
 

 

 

 

Engine Make/Model:    

 

Engine Serial # (1):    

 

Engine Serial # (2):    

 

Engine Serial # (3):                        

 

 

 



 
 


